
PRE-EP30XFPM-20(I) 
XFP, EPON, 1577/1490nm Tx, 1270/1310nm Rx, 10G/1G, 
20km, PX/PRX/PR30, I-Temp, SMF, SC-UPC 

 

Product Features: 
 

• Symmetric or Asymmetric Operation 
• EML/DFB Transmitter 
• APD Receiver 
• SMF Transmission Medium 
• SC Connector Type 
• Digital Diagnostics Monitoring (DDM) 
• < 4W Power Consumption 
• C-Temp and I-Temp Available 

 

Applications: 
 

• 10G EPON 
• 1G EPON 

 

Compliance: 
 

• IEEE 802.3 av 
• IEEE 802.3 ah 
• MSA SFF-8077iv4.5 
• RoHS 2011/65/EU 

 
 

General Specifications 
 

Parameter Symbol Min Typ Max Unit 
Case Operating Temperature 
(Commercial) Top 0 - 70 oC 

Case Operating Temperature 
(Industrial) Top -40 - 85 oC 

Power Consumption Pw - - 4 W 
Power Supply Current Icc - - 1200 mA 
Power Supply Voltage Vcc 3.14 3.3 3.47 V 
Storage Humidity Hs 5 - 95 % 
Storage Temperature Ts -40 - 85 oC 
Transmission Distance TD - - 20 km 
Data Rate (Total) DRT 1.25 - 10.3125 Gbps 
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Optical Characteristics 
 

Parameter Symbol Min Typ Max Unit Notes 
10G Transmitter 

Center Wavelength (10G EPON) lc1 1575 1577 1580 nm  

Data Rate - 10.3125 ± 100 ppm Gbps  

Average Launch Power POUT 2 - 5 dBm  

Spectral Width σ - - 1 nm  

Side Mode Suppression Ratio SMSR 30 - - dB  

Dispersion Penalty DP - - 1.5 dB  

Extinction Ratio ER 6 - - dB @ PRBS 
231-1 

Optical Return Loss Tolerance TOL - - 15 dB  

Average Launch Power of OFF Transmitter POFF 
- - -39 dBm  

 
 

Parameter Symbol Min Typ Max Unit Notes 
1G Transmitter 

Center Wavelength (1G EPON) lc2 1480 1490 1500 nm  
Data Rate - 1.25 ± 100 ppm Gbps  
Average Launch Power POUT 2 - 9.3 dBm  
Spectral Width σ - - 1 nm  
Side Mode Suppression Ratio SMSR 30 - - dB  
Dispersion Penalty DP - - 1 dB  

Extinction Ratio ER 9 - - dB @ PRBS 
231-1 

Optical Return Loss Tolerance TOL - - 15 dB  

Average Launch Power of OFF Transmitter POFF - - -39 dBm  
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10G Receiver 

Center Wavelength (10G EPON) lc1 1260 1270 1280 nm  
Data Rate - 10.3125 ± 100 ppm Gbps  

Average Receive Power POUT -6.0 - -28 dBm @ BER 
1 x 10-3 

Receiver Reflectance RR - - -12 dB  

LOS Assert LOSA -45 - - dBm  

LOS De-Assert LOSD - - -30 dBm  

LOS Hysteresis LOSH 0.5 - - dB  
 
 
 

1G Receiver 

Center Wavelength (1G EPON) lc2 1260 1310 1360 nm  
Data Rate - 1.25 ± 100 ppm Gbps  

Average Receive Power POUT -9.4 - -29.8 dBm @ BER 
1 x 10-12 

Receiver Reflectance RR - - -12 dB  

LOS Assert LOSA -45 - - dBm  

LOS De-Assert LOSD - - -30 dBm  

LOS Hysteresis LOSH 0.5 - - dB  
 
 
 

Product Ordering Information 
Part Number Description 

PRE-EP30XFPM-20 XFP, EPON, 1577nm/1490nm Tx, 1270nm/1310nm Rx, SMF, SC-UPC Interface, 
10Gbps/1Gbps, PX/PRX/PR30, 20km, C-Temp 

PRE-EP30XFPM-20I 
XFP, EPON, 1577nm/1490nm Tx, 1270nm/1310nm Rx, SMF, SC-UPC Interface, 
10Gbps/1Gbps, PX/PRX/PR30, 20km, I-Temp 

 


