
Standards: 
 

• SFF-8636/8679 
• IEEE 802.3ba/bm 
• ITU-T G.709 OTU-4 
• RoHS6 

PRE-QSFP-QSFPAOCxxM 
QSFP+, AOC, 850nm, 40G, MMF 
 
 
 
 

 
Product Features:  
 

• VCSEL Transmitters 
• PIN Receivers 
• 4 Lane Optical Direct Attach 
• MMF OM3 Transmission Medium  
• 40Gbps Maximum Data Rate  
• <1.5W Power Dissipation per Transceiver 
• Digital Diagnostic Monitoring 
• C-Temp Rated 

Product Applications:  
 
• 40GBASE-SR4 
• Data Center 
• Top of Rack Connectivity 

 
General Specifications 
 

Parameter Min Typical Max Unit 
Case Operating Temperature 
(C-Temp) 0 - 70 oC 

Power Consumption (per end) - - 1.5 W 
Power Supply Voltage 3.14 3.3 3.46 V 
Storage Humidity 5 - 95 % 
Storage Temperature -40 - 85 oC 
Transmission Distance - - 300 m 
Data Rate (Per Lane) - 10.3125 11.1 Gbps 

 
Product Ordering Information 

 
Part Number Description 

PRE-QSFP-QSFPAOCxxM QSFP+, AOC, 850nm, 40G, xx Meters, MMF, C-Temp 
 

- xx = 03 for 3 meters 
- xx = 05 for 5 meters 
- xx = 07 for 7 meters 
- xx = 10 for 10 meters 
- xx = 50 for 50 meters 
- xx = 100 for 100 meters 
Other lengths may be available upon request (<=300m) 

Standards: 
 

• SFF-8436 
• RoHS 
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