
PRE-QSFP-LX4 
QSFP, CWDM, MMF/SMF, 150m/2km, 40Gbps 
 
 
 

Product Features: 
 

• DFB transmitters 
• PIN receivers 
• MMF/SMF Transmission Medium 
• LC-UPC Connector Type 
• Digital Diagnostics Monitoring (DDM) 

 
 
 
 

Applications: 
 

• 40G Ethernet 
• QDR/DDR Infiniband 

 
 
 
 
 

General Specifications 
 

Parameter   Symbol Min Typ Max Unit 
Case Operating Temperature 
(Commercial) 

Top 0 - 70 oC 

Power Consumption Pw - - 3.5 W 

Power Supply Current Icc - - 1100 mA 

Power Supply Voltage Vcc 3.135 3.3 3.465 V 

Storage Humidity Hs 0 - 85 % 

Storage Temperature Ts -40 - 85 oC 

Transmission Distance (OM3) TD - - 0.15 km 

Transmission Distance (SMF) TD - - 2 km 

Data Rate (Total) DRT - 41.25 44.8 Gbps 

Data Rate (Per Lane) DRlane - 10.3125 11.2 GBd 
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Optical Characteristics: Transmitter 

 

Parameter Symbol Min Typ Max Unit 
Center Wavelength 1 l1 1264.5 1271 1277.5 nm 

Center Wavelength 2 l2 1284.5 1291 1297.5 nm 

Center Wavelength 3 l3 1304.5 1311 1317.5 nm 

Center Wavelength 4 l4 1324.5 1331 1337.5 nm 

Transmit Power per lane (OM3) POUT -5 - 3.5 dBm 

Transmit Power per lane (SMF) POUT -7 - 2.3 dBm 

Dispersion Penalty per lane DP - - 2.6 dB 

Extinction Ratio ER 3.5 - - dB 

Relative Intensity Noise RIN - - -128 dB/Hz 

Transmitter OFF Output Power per lane POFF - - -30 dBm 

 
 

Optical Characteristics: Receiver 
 

Parameter Symbol Min Typ Max Unit 
Receiver Wavelength 1 l1 1264.5 1271 1277.5 nm 

Receiver Wavelength 2 l2 1284.5 1291 1297.5 nm 

Receiver Wavelength 3 l3 1304.5 1311 1317.5 nm 

Receiver Wavelength 4 l4 1324.5 1331 1337.5 nm 

Damage Threshold per lane PD 4.5 - - dBm 

Receiver Sensitivity per lane (OM3) R - - -10.5 dBm 

Receiver Sensitivity per lane (SMF) R - - -11.5 dBm 

LOS Assert LOSA -28 -  dBm 

LOS De-Assert LOSD - - -15 dBm 

LOS Hysteresis LOSH 0.5 - - dB 

 
 

Product Ordering Information 
 

Part Number Description 
PRE-QSFP-LX4 QSFP, CWDM, MMF/SMF, 150m/2km, 40Gbps 

 


