
PRE-SFP-T, PRE-SFP-TI 
SFP, CAT5, 100m, 1.25Gbps 
 
 

 

 

Product Features: 
 

• RJ-45 Connector 
• Copper 1000BASE-T 
• 100m Reach CAT5 
• C-Temp and I-Temp Available 

 

Product Applications: 
 

• 1G Ethernet 
 
 

 
General Specifications 

 

Parameter Symbol Min Typ Max Unit 
Case Operating Temperature 
(Commercial) 

Top 0 - 70 oC 

Case Operating Temperature 
(Industrial) 

Top -40 - 85 oC 

Power Consumption Pw - - 1 W 

Power Supply Current Icc - 320 375 mA 
Power Supply Voltage Vcc 3.13 3.3 3.47 V 

Storage Humidity Hs 5 - 95 % 

Storage Temperature Ts -40 - 85 oC 

Transmission Distance TD - - 100 m 

Data Rate (Total) DRT - 1250 - Mbps 

 
 

Product Ordering Information 
 

Part Number Description 
PRE-SFP-T SFP, CAT5, RJ-45, 100m, 1.25Gbps, C-Temp 

PRE-SFP-TI SFP, CAT5, RJ-45, 100m, 1.25Gbps, I-Temp 
 

 


